Indoor/Outdoor Digital Deterrent® Mounting
Box with Built-in Speakers, Lights, and Microphone

DDM1

Universal Mounting Plate, White housing

DDM1B

Universal Mounting Plate, Black housing

Features

¢ Uses loud sounds and bright lights to deter crime and
unwanted visitors

* One cable connection to your PoE+ switch

¢ Universal mounting plate

* Compatible with camera that include audio In/Out
* Weather Resistance

* PoE+ required

* Alarm out Mic connection, Speaker connection,
Required on camera operate

Included

* Wall mounting arm
* POE Splitter

* Filter

*Camera sold
sperately

Speaker Specifications

RMS Power 20W
DIGITAL
Max Output Power 30W f\l.%plg
BUILT IN
Sensitiviy (1W/1M) 90dB
Maximum SPL 110dB
Driver Impedance 8 Ohms
Distortion 5% Max
Resonance 180Hz+20% Compatib'e Cameras
Frequency Range FO -- 20KHz 08VD3M
Magnet Neodymium 04B9M
Size 2 04D9M
. . 06BIM
RGB LED Specifications 0601
Input Power DC12Vv-24V O6BIM
Power Draw 2W at DC12V 06TIM
Material Aluminum, PVS, ABS plastic 08D9IM
Max Power 18W O8BIM
Lights Six light beads that burst and flash. O12BIM
O12DM
Microphone Specifications O4FB2M
Microphone High-fideliity, noise-cancelling 04ib2M
Input Voltage SC9-12v O4TDD2M
Max Power 2W ©4BDD2M
04BDD2
A T A 08TDD2
Splitter Specifications
O8TDD2M
PoE Power 30W
O4DM
Input Voltage 40-57V DC
04BM
Output Voltage/Current DC-12V2.4A
O2BLPIM
Data Transmission Rate 10/100/1000Mbps
O2BLP2M
Supported Protocols |IEEE802.af/at standard
) O4BLP2M
Electrical Interface Parameters DC Interface Size: 5.5*2.1 Male Connector,
Positive Inside Negative Outside O4BXLPIM
. Standard: (1,2)+/(3,6)- O6MDP4
Power Supply Pin Non-standard: (4,5)+/(7,8)- oMDPA
- . The yellow indicator light stays on during
LED Digital Oscilloscope product operation O8FBMSI
Working temperature -20°C---+50°C O8LMST1
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Digital Deterrent DDM-I/ DDMI1B

Box




DDM1/DDM1B

Included Accessories Optional Accessories Camera Interfaces

,—*' 3.5mm DC 12v
5 3 Audio Out
Wall Mounting Arm Bullt-in @
PMTI1 CMT1 Mie
Pole Mount Corner Mount

Built-in Alarm
Speaker In/Out
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